
Coal Resin Briquette

SUPPLIES

• 2 part resin
• Disposable spoon (from the reclamation 
package)
• Coal
• Air Dry Clay
• String
• Craft Sticks
• Glue Stick or liquid glue (saved polymer 
spray from coal car experiment)
• Piece of straw

INSTRUCTIONS

1. Gather all of your supplies.

2. Divide the clay into 1/3 and 2/3. 

3. Roll the 1/3 piece into a snake. 

4. Flatten the 2/3 piece into a circle. 

5. Roll the snake around the edge of the 
circle to make a rim. The higher your rim, the 
deeper your briquette will be. 



6. Using the craft stick, press down the inner 
side of the snake to completely join it to the 
circle. There should be no gaps between the 
rim and the base. 

7. Place the straw near the top of the piece 
and design what you want your briquette to 
look like. Remember, your design needs to be 
the reverse of what you would like. 

8. Let the clay dry. If you are in a hurry, you 
can cook the clay on a frying pan on a low 
stting. 

9. Using a glue stick or the rest of your spray 
polymer, cover your design completely. This 
will act as a barrier between the resin and 
the clay. 

10. Using the plastic spoon, measure equal 
parts of the two types of resin into the plastic 
cup.

11. Add the coal dust and mix for one 
minute.



12. Pour the resin into the mold. 

13. It will take about 12 hours to properly dry. 

14. Once dry, place the mold and briquette in 
hot water and let sit for a few minutes. Begin 
scraping off the clay to reveal your design.  

15. Attach the string to the top and hang 
your artwork up. 

Note: You can clearly see in this example the 
areas that there not properly glued. Adding 
a good layer of glue before pouring the resin 
will help eliminate any remaining clay on the 
briquette. 


